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ECOsurfaces supports the 
ASTM e2129-01 Sustainability 
Assessment and is one of the 
most environmentally savvy 
commercial flooring options 
on the market today. It is 
composed of post-consumer 
material: tire rubber salvaged 
from America’s landfills, and 
our exclusive ColorMill EPDM.  
ColorMill EPDM is comprised of 
more than 20% post-industrial 
waste, and is one of only a few 
EPDM lines in the country to 
boast recycled content. 

This combination of 
post-consumer and post 
industrial materials, together 
with an energy-efficient 
manufacturing process that 
uses minimal water, little or no 
heat and the reuse of inline 
scrap, makes ECOsurfaces 
products an environmentally 
friendly choice. The finished 
product passes strict tests for 
indoor air quality, has low VOC 
emissions and is recyclable.

Item No.
Total

Percent
Recycled

Pre  
Consumer

Post  
Consumer

601, 602, 609, 611, 619, 
620, 632, 635, 645, 651

77.4% 4.6% 72.8%

603, 605, 617 67.8% 7.7% 60.1%

610A 63.7% 9.1% 54.6%

612A, 637 84.2% 2.3% 81.9%

646 75.1% 6.8% 68.3%

626 91.0% 0.0% 91.0%

629, 647, 648, 649, 650 73.9% 5.7% 68.3%

714 24.9% 15.7% 9.2%

701, 703A, 708, 709, 
710, 713, 715, 716, 717, 

718, 719, 720, 721
26.2% 21.6% 4.6%

704, 708, 709, 
722, 723, 724

21.2% 16.6% 4.6%

801, 807, 808, 810, 811, 
812, 813, 814

26.2% 21.6% 4.6%

805, 806 29.6% 20.5% 9.1%

815 21.2% 16.6% 4.6%

816 24.9% 15.7% 9.2%

902, 903, 905, 907 26.2% 21.6% 4.6%

910 40.5% 16.8% 23.7%

909, 911 48.0% 14.3% 33.7%

912 50.7% 13.4% 37.3%

1000, 1001 21.2% 16.6% 4.6%

1002, 1003, 1004, 1005, 
1006, 1007, 1008, 1009, 

1010, 1011
27.3% 22.75% 4.55%

1012, 1013, 1014, 1015, 
1016, 1017, 1018, 1019, 

1020, 1021
21.2% 16.6% 4.6%

1100, 1101, 1102, 1103, 
1104, 1105, 1106, 1107 

58.5% 7.9% 50.6%

ECOcomfort 74.8% 37.9% 36.9%

ECOsilence 93.0% 0.0% 93.0%

Recycled 
Content

ECOmax recycled content varies between 85% and 91%.  
For a detailed breakdown please  call a Gerbert sales rep at 877.326.7873.



E-Grip™ III
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•  Zero-VOC1 formula  
(SCAQMD Rule #1168)

•  Easy to trowel and apply
•  No mixing required
•  Excellent curing cycle
•  Very low odor
•  Non-flammable
•  Antimicrobial
•  Available in 2 gallon and 4 gallon  

pails, and 10.1 oz cartridges

E-Grip III is a revolutionary zero-
VOC adhesive. The new low odor, 
one-component urethane adhesive 
is formulated specifically for use 
with ECORE’s family of surfacing 
products. E-Grip III features excellent 
trowelability and improved tack 
properties, so it’s easy to apply and 
keeps seams flat and secure. 
Its moisture-cured, no-mix,  
non-sag and permanently elastic 
formula provides excellent adhesion 
to elastomers, concrete, and 
wood in both indoor and outdoor 
applications. 

E-Grip III flooring adhesive also 
meets the Collaborative for High 
Performance Schools (CHPS) criteria 
(Section 01350) for indoor air 
quality in classrooms as described in 
the State of California’s Department 
of Health Services Standard Practice. 
The emission test followed the 
California Department of Health 
Services “Standard Practice for the 
Testing of Volatile Organic Emissions 
from Various Sources Using  
Small-Scale Environmental 
Chambers”, commonly referred to  
as the CA Section 01350 protocol. 

Because of its zero-VOC  
content, E-Grip III adhesive  
meets all the requirements of 
Indoor Environmental Quality  
for low-emitting materials and 
can potentially contribute 1 
point toward LEED (Leadership in 
Energy and Environmental Design) 
certification on building projects.

All ECOsurfaces rubber flooring 
products (rolls, tiles, pavers and 
underlayments) can be installed 
using a standard 1/16” or 1/3” 
square notch trowel.

1 SCAQMD is the California “South Coast Air Quality Management District” Rule 1168 for 
adhesive flooring and sealant applications. The VOC content in E-Grip III complies with all 
adhesive applications listed by the SCAQMD.

• 

• 
• 
• 
• 
• 
• 
• 

1 SCAQMD is the California “South Coast Air Quality Management District” Rule 1168 for 



PhysicalData
TEST

Tensile Strength

Flexibility

Coefficient of Friction

Thermal Conductivity

Static Load Limit

Chemical Resistance

Impact Insulation Class

Sound Transmission Coefficient

Noise Reduction Coefficient

Sustainability

CHPS Section 01350

ECOearth/stone/rocks/sand/stars

*150 lb/in2 min. for ECOrocks

(same properties as ECOnights/Sport)E-Grip III

ECOmax

ECOnights/Sport

ECOnights for ESD

(1) For indoor installation on concrete or plywood subfloors only.
      See ECOsurfaces Installation Manual for instructions

ASTM

D412

F137

D2047

C518

F970, 400 lbs.

F925

E492

E413

C423

E2129-01

D5116

RESULTS

200 lb/in2 min*

Pass 1/4” mandrel

>0.9

0.445 Btu-in/hr-ft2-˚F

<0.005 in

slight change

48

51

0.05 sabine/ft2

data collected

pass

TEST

Tensile Strength

Flexibility

Coefficient of Friction

Thermal Conductivity

Static Load Limit

Chemical Resistance

Impact Insulation Class

Sound Transmission Coefficient

Noise Reduction Coefficient

Sustainability

CHPS Section 01350

ASTM

D412

F137

D2047

C518

F970, 400 lbs.

F925

E492

E413

C423

E2129-01

D5116

RESULTS

200 lb/in2 min*

Pass 1/4” mandrel

>0.9

0.406 Btu-in/hr-ft2-˚F

<0.005 in

no change

49

51

0.10 sabine/ft2

data collected

pass

TEST

Static Dissipation

Electrostatic Propensity

Static Decay

CHPS Section 01350

ASTM

F150/ESD S7.1

AATCC Test Method 134

FTM 4046 of FS 101B

D5116

RESULTS

106 to 109 Ohms

-0.8 kv

0.01 seconds

pass

TEST

Adhesive Type

Adhesive Cure System

VOC Content

Freeze/Thaw

Application Temp.

Moisture Vapor Emission of
Concrete Subfloor

Flashpoint

Working Time

Trowel

Coverage Rate

Weight

RESULTS

One Component Polyurethane - med grey color

Moisture Cured

0 (calculated) lbs/gal

Stable

40˚F to 100˚F

Max. 5.5 lbs/1000 sq ft. on 24 hrs.
(calcium chloride test - ASTM F1869)

>500˚F

30-40 minutes

1/16” square notched trowel blade(1)

95 sq. ft./gal (1/16” notched trowel)

4 gallon pail - 56 lb.;  2 gallon pail - 28 lb.

Test

Tensile Strength

Flexibility

Coefficient of Friction

Thermal Conductivity

Static Load Limit

Chemical Resistance

Noise Reduction Coefficient

Sustainability

Critical Height (CPSC)  
2-1//2” Tiles

Tear Resistance

Abrasion 

CHPS Section 01350

ASTM

D412

F137

D2047

C518

F970, 400 lbs

F925

C423

E2129-01

D624, Die C

D5116

20% EPDM Surface Rubber

200 lb/in2 min*

Pass 1/4” mandrel

>0.9

0.406 Btu-in/hr-ft2-˚F

>0.005 in

no change

0.10 sabine/ft2

data collected

6’

75 lb./in. minimum

0.1 max mg. loss/cycle

pass

95% EPDM Surface Rubber

200 lb/in2 min*

Pass 1/4” mandrel

>0.9

0.445 Btu-in/hr-ft2-˚F

>0.005 in

slight change

0.05 sabine/ft2

data collected

6’

60 lb./in. minimum

0.6 max mg. loss/cycle

pass

100% SBR Rubber

150 lb/in2 min*

Pass 1/4” mandrel

>0.8

0.406 Btu-in/hr-ft2-˚F

>0.005 in

no change

0.10 sabine/ft2

data collected

6’

75 lb./in. minimum

0.1 max mg. loss/cycle

pass

Dimensions

Model # ECOmax 1”

Model # ECOmax 2.5”

Size

2’ x 2’

2’ x 2’

Thickness

1”

2-1/2”

F1292
30˚F
72˚F

120˚F

D3389
2000 cycles, H18 wheels

Less than 200 G-Max and less than 1000HIC
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TEST

Thickness

Sound Transmission Class 	4mm

	 9mm

Impact Insulation Class	 4mm

	 9mm

Tensile Strength

Density

Sustainability

ECOsilence underlayment ECOcomfort underlayment

ASTM

D3736

E90/E413

E492/E989

D412

D297

E2129

RESULTS

5/32” (4mm)

3/8” (9mm)

50 minimum

50 minimum

50 minimum

50 minimum

80 lb/in2 minimum

0.64 g/cm3 minimum

data collected

TEST

Density

Thickness

Weight per sq. yard	 1/2”

		  1”

		  1-1/4”

Tensile Strength

Flexibility

Compression Resistance

Constant Deflection Compression Set

Sustainability

ASTM

D297

D3767

D412

F137

D3676

D395

E2129

RESULTS

28 lb/ft3

1/2” (12mm)

1” (25mm)

1-1/4” (32mm)

10.5 lb./sq. yd.

21 lb./sq. yd.

26.25 lb./sq. yd.

25 lb./in2 minimum

Pass 1/4” mandrel

72.3% maximum

66.4% maximum

data collection
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Brief Architectural Specifications
ECOsurfaces Commercial Recycled Rubber Flooring:  
The single-ply, rubber surface furnished under this specification 
shall be ECORE’s __________ (specify one of the ECOsurfaces 
products listed below).

ECOnights & ECOnights for Sport are a non-laminated, single-
ply surface from recycled high-quality SBR (Styrene-Butadiene 
Rubber) tire rubber, with bright reprocessed EPDM color flecks 
that create a glowing effect. The color shall be (specify: color 
number and name). ECOnights for ESD products meet static 
dissipative flooring criteria based on ASTM F150 and ESD’s 
Association Standard ESD-S7.1-1994. The color shall be (specify: 
color number and name). 

ECOearth, ECOstone & ECOstars are a non-laminated, single-ply 
surface made from multiple colored reprocessed EPDM rubber. 
The color shall be (specify: color number and name). 

ECOrocks is a non-laminated, single-ply surface made from 
medium and jumbo sized reprocessed EPDM rubber to create a 
terrazzo look. The color shall be (specify: color number and name).

ECOsand is a non-laminated, single-ply surface made from bit-
sized reprocessed EPDM rubber. The color shall be (specify: color 
number and name). 

ECOsurfaces rolled products shall be 4’ wide. The rolled rubber 
surface will have an overall thickness of __________ (specify:  
1/8” [3.2 mm] standard, 1/4” [6 mm] special order -5,000 sq. ft. 
min., or 3/8” nominal [8 mm] special order - 3,000 sq. ft.min.).

ECOsurfaces tile products shall be __________ (specify:18” x 
18”or 36”x 36” and thickness of 1/8” [3.2 mm] standard or 1/4”  
[6 mm] special order). 

ECOsurfaces interlocking tile products shall be __________ 
(specify: 47” x 47” and thickness of 3/8” nominal [8 mm] standard 
or 1/4” [6 mm] special order or 24” x 24” and thickness of 3/8” 
nominal [8 mm] special order or 1/4” [6 mm] special order).

ECOmax is a molded modular surfacing system composed of 
high quality rubber granules bound in both underlayment and 
wear surface with a wear and weather resistant polyurethane.

ECOmax tiles shall be (specify: 24” x 24” and thickness of 1” [25.4 
mm] standard or 2-1/2” [63.5 mm] standard). ECOsurfaces shall 
meet standards specified under the LEED (Leadership in Energy 
and Environmental Design) criteria developed by the U.S. Green 
Building Council (USGBC).

For the ECORE warranty to apply, use only recommended 
adhesive and follow all ECORE approved installation and 
maintenance procedures. The rubber flooring shall comply with 
the Americans with Disabilities Act (ADA) regulations. 

Installation 

Basic installation procedures and tools are the same as for other 
standard commercial resilient flooring. ECOsurfaces should be 
installed by experienced floor covering mechanics. Instructions in 
the ECOsurfaces installation manual should be followed and are 
available at www.ecosurfaces.com or through your ECOsurfaces 
representative. 

Cleaning & Maintenance
All ECOsurfaces flooring systems must be maintained as  
recommended. The type and frequency of maintenance will vary 
according to maintenance equipment and desired appearance of 
product. Detailed maintenance instructions are available at www.
ecosurfaces.com or through your ECOsurfaces representative.

Warranty
ECOsurfaces is guaranteed by ECORE to be free of manufacturing 
defects in both material and workmanship. If such a defect is 
discovered, the customer must notify ECORE directly or through 
the contracting installer or distributor. If found to be defective 
within five years, the sole remedy against the seller will be either 
the replacement or repair of the defective goods, or at the seller’s 
option, credit may be issued not exceeding the selling price of 
the defective goods. 

The ECOsurfaces warranty shall not cover dissatisfaction due to 
improper maintenance or installation, damage from improper 
maintenance or usage or general misuse, including, without 
limitation, burns, cuts, tears, scratches, scuffs, indentation damage 
from high heels, rolling loads, damage or discoloration from floor 
care products not recommended by either Gerbert Ltd. or ECORE, 
initial or extended exposure to direct sunlight or differences in 
color between samples or photographs and actual flooring.

Technical Data: For complete guide specifications, 
log onto www.ecosurfaces.com or call 877.326.7873.



From the beginning, ECORE International, manufacturer of 
ECOsurfaces commercial flooring, has been at the forefront 
of recycling efforts. Twenty years ago, ECORE pioneered the 
recycled rubber flooring category. Today, as North America’s 
largest user of recycled scrap tire rubber, ECORE processes 
more than 80 million pounds of scrap tire rubber each year, 
and helps conserve more than one million barrels of oil in the 
process to convert pliable treads into durable product solutions 
for commercial, industrial and architectural applications.  

As a founding and active member of the U.S. Green Building 
Council, ECORE supports sustainable green building policies, 
standards and practices.  We respect the environment and 
understand that all resources are limited, and to that end, 
we have made responsible development of innovative, 
sustainable products and solutions a top priority. The 
ECOsurfaces collection of products is our environmentally 
responsible solution for commercial flooring and we celebrate 
and appreciate the positive impact our products have on 
people and the planet. At ECORE, we support the use and  
reuse of industrial and post consumer waste and the 
development of systems to reclaim and reuse our own 
products after their useful life. 

ECOsurfaces is manufactured by ECORE International and 
distributed internationally by the specialty flooring experts at 
Gerbert Ltd. Representatives in 44 sales offices across the U.S. 
have made it their priority to respond quickly and creatively 
to the specialty flooring needs of architects, designers and 
facility managers.

For more information about ECORE’s portfolio of brands, 
businesses and commitment to the environment, visit our 
website at www.ecoreintl.com
 




